ATTACHMENT B
FIELD SAMPLING DATA SHEETS (ON COMPACT DISC)




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-1
Date: 8/3/15 Sampled By:
Sampling Time: Recorded By:
Weather: sunny/hot/humid/ 80F Replicate/Split:
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: Purge Method:
Casing Diameter: Screen Interval:
Total Depth: Pump intake depth:
Depth to Water:
Water Column: Total Volume Purged:
Gallons/Foot: Pump on: Off:
Gallons in Well:
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Well not sampled- road not ibll
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-2

Date: 8/12/15 Sampled By: RJL

Sampling Time: 12:55 Recorded By: DJM

Weather: sunny / hot / 80F Replicate/Split: NA

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: Stainless steel Purge Method: Low flow bladder pump

Casing Diameter: 6" Screen Interval: 8'to 42"

Total Depth: 42.35 Pump intake depth: 40

Depth to Water: 20.95

Water Column: 21.40 Total Volume Purged: 1.59 gallons

Gallons/Foot: 1.470 Pump on: 12:20 Off: 13:15

Gallons in Well: 31.46

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
12:20 0 200 0.00 68.1 48.4 7.51 0.701 23.50 20.95 8.40
12:25 5 200 0.26 4.80 170.4 6.13 0.126 15.60 20.87 7.28
12:30 10 200 0.53 6.50 189.0 6.08 0.125 15.20 20.90 712
12:35 15 200 0.79 10.10 210.6 6.05 0.125 15.10 20.90 7.02
12:40 20 200 1.06 12.20 214.6 6.05 0.125 15.40 20.87 7.02
12:45 25 200 1.32 14.10 218.1 6.03 0.125 15.50 20.87 7.01
12:50 30 200 1.59 16.40 224.8 6.05 0.124 14.70 20.90 7.00

Well Condition: good
Color: clear
Odor: none

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: to ground

Turbidity(qualitative): clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-3

Date: 8/10/15 Sampled By: RJL/DM

Sampling Time: 11:50 Recorded By: RJL/DM

Weather: partly sunny / warm / 77F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: Steel Purge Method: Low - Flow Bladder Pump

Casing Diameter: 6" Screen Interval: 9'to 24'

Total Depth: 23.45 Pump intake depth: 22'

Depth to Water: 9.88

Water Column: 13.57 Total Volume Purged: 1.59 gallons

Gallons/Foot: 1.470 Pump on: 11:10 Off: 12:25

Gallons in Well: 19.95

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:15 0 200 0.00 442.0 7.8 7.12 0.750 20.30 7.95 5.44
11:20 5 200 0.26 52.70 63.4 6.40 0.750 16.00 7.95 5.14
11:25 10 200 0.53 53.30 70.7 6.39 0.749 16.00 7.95 5.20
11:30 15 200 0.79 30.10 74.4 6.38 0.749 16.10 7.95 5.16
11:35 20 200 1.06 31.60 80.3 6.38 0.749 15.90 7.95 5.13
11:40 25 200 1.32 28.30 83.0 6.38 0.749 15.70 7.95 5.16
11:45 30 200 1.59 28.60 84.1 6.39 0.749 15.80 7.95 5.13

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU,etc.): None




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-4
Date: 8/10/15 Sampled By: DW
Sampling Time: 14:30 Recorded By: DW
Weather: overcast /warm / 79F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE 013626 Solinist Horbia U-52 XE9T6BJC

PURGING INFORMATION

Casing Material: Steel Purge Method: Low-Flow- Bladder Pump

Casing Diameter: 6" Screen Interval: 28 to 61

Total Depth: 60.45 Pump intake depth: 45

Depth to Water: 19.55

Water Column: 40.90 Total Volume Purged: 2.85 gallons

Gallons/Foot: 1.470 Pump on: 0:00 Off: 0:00

Gallons in Well: 60.12

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:45 5 240 0.32 0.0 -67.0 6.74 1.040 14.45 19.60 13.00
13:50 10 240 0.63 0.00 -71.0 6.72 1.040 13.82 19.85 13.88
13:55 15 240 0.95 0.00 -73.0 6.72 1.040 13.81 19.90 7.30
14:00 20 240 1.27 0.00 -73.0 6.70 1.040 13.83 20.04 6.40
14:05 25 240 1.59 0.00 -74.0 6.71 1.050 13.70 20.11 5.20
14:10 30 240 1.90 0.00 -75.0 6.71 1.050 13.75 20.25 4.65
14:15 35 240 2.22 0.00 -77.0 6.70 1.050 13.73 20.30 4.00
14:20 40 240 2.54 0.00 -80.0 6.72 1.050 13.75 20.35 3.85
14:25 45 240 2.85 0.00 -83.0 6.71 1.050 13.72 20.42 3.70

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: to ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU,etc.): None




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-5

Date: 8/10/15 Sampled By: DW

Sampling Time: 10:25 Recorded By: DW

Weather: partly sunny / warm / 77F Replicate/Split: MS / MSD

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE 013626 Solinist Horbia U-52 XE9T6BJC
PURGING INFORMATION

Casing Material: steel Purge Method: Low-Flow-Bladder Pump

Casing Diameter: 6" Screen Interval: 18' to 63'

Total Depth: 63.31 Pump intake depth: 50'

Depth to Water: 4.55

Water Column: 58.76 Total Volume Purged: 4.12 gallons

Gallons/Foot: 1.470 Pump on: 09:15:00 Off: 12:00

Gallons in Well: 86.38

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:20 5 240 0.32 0.4 -107.0 6.78 0.864 14.86 4.48 19.86
9:25 10 240 0.63 0.00 -113.0 6.71 0.799 13.53 4.65 11.84
9:30 15 240 0.95 0.00 -114.0 6.71 0.791 13.42 4.80 10.45
9:35 20 240 1.27 0.00 -121.0 6.70 0.784 13.37 4.98 7.50
9:40 25 240 1.59 0.00 -125.0 6.71 0.783 13.28 5.10 5.63
9:45 30 240 1.90 0.00 -127.0 6.71 0.785 13.29 5.18 5.55
9:50 35 240 2.22 0.00 -128.0 6.70 0.786 13.22 5.24 5.54
9:55 40 240 2.54 0.00 -134.0 6.70 0.789 13.30 5.32 5.54
10:00 45 240 2.85 0.00 -136.0 6.69 0.790 13.32 5.38 5.40
10:05 50 240 3.17 0.00 -135.0 6.70 0.794 13.25 5.39 5.31
10:10 55 240 3.49 0.0 -135.0 6.70 0.793 13.23 5.43 5.25
10:15 60 240 3.80 0.0 -136.0 6.72 0.795 13.23 5.50 5.05
10:20 65 240 4.12 0.0 -136.0 6.72 0.798 13.2 5.52 5.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU,etc.): None




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-6
Date: 8/6/15 Sampled By: KL, DW
Sampling Time: 10:05 Recorded By: KL, DW
Weather: sunny/ warm / 70F Replicate/Split: Split/ EPA
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: Stainless Steel Purge Method: Low Flow Bladder pump
Casing Diameter: 6" Screen Interval: 10' to 36'
Total Depth: 34.20 Pump intake depth: 33'
Depth to Water: 11.00
Water Column: 23.20 Total Volume Purged: 3.57 gallons
Gallons/Foot: 1.470 Pump on: 9:15 Off: 10:40
Gallons in Well: 34.10
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:20 5 150 0.20 44.2 8.0 6.48 0.244 14.02 11.15 0.00
9:25 10 350 0.92 27.60 13.0 6.40 0.238 12.99 11.30 0.00
9:30 15 300 1.19 26.00 17.0 6.37 0.234 12.93 11.40 0.00
9:35 20 300 1.59 25.80 18.0 6.37 0.234 12.82 11.45 0.00
9:40 25 300 1.98 19.50 19.0 6.36 0.232 12.95 11.54 0.00
9:45 30 300 2.38 18.10 20.0 6.34 0.233 12.92 11.59 0.00
9:50 35 300 277 17.50 20.0 6.36 0.232 12.88 11.61 0.00
9:55 40 300 3.17 17.00 22.0 6.33 0.231 12.99 11..64 0.00
10:00 45 300 3.57 16.50 23.0 6.32 0.231 13.02 11.68 0.00
OBSERVATIONS DURING SAMPLING
Well Condition: Good, tab for lock broken on casing Purge Water Disposal: To ground
Color: clear Turbidity(qualitative): clear
Odor: none Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-7

Date: 8/24/15 Sampled By: DW

Sampling Time: 12:50 Recorded By: DW

Weather: sunny / hot / humid 80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: Stainless steel Purge Method: Low Flow Bladder Pump

Casing Diameter: 4" Screen Interval: 14' to 42"

Total Depth: 43.10 Pump intake depth: 30'

Depth to Water: 5.27

Water Column: 37.83 Total Volume Purged: 4.36 gallons

Gallons/Foot: 0.650 Pump on: 11:50 Off: 13:10

Gallons in Well: 24.59

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:55 5 300 0.40 39.2 -26.0 6.93 0.537 13.16 5.30 8.02
12:00 10 300 0.79 40.80 -28.0 6.93 0.536 13.08 6.58 3.33
12:05 15 300 1.19 38.60 -27.0 6.91 0.539 13.00 6.61 1.42
12:10 20 300 1.59 29.50 -26.0 6.94 0.538 12.95 6.62 0.00
12:15 25 300 1.98 26.70 -26.0 6.95 0.538 12.91 6.62 0.00
12:20 30 300 2.38 28.40 -26.0 6.92 0.540 12.90 6.62 0.00
12:25 35 300 277 20.30 -31.0 6.91 0.540 12.82 6.62 0.00
12:30 40 300 3.17 20.00 -27.0 6.90 0.540 12.87 6.62 0.00
12:35 45 300 3.57 19.50 -26.0 6.91 0.540 12.89 6.63 0.00
12:40 50 300 3.96 18.30 -25.0 6.92 0.539 12.92 6.63 0.00
12:45 55 300 4.36 17.8 -26.0 6.91 0.539 12.82 6.64 0.00

Well Condition: Godd

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): clear

Odor: No odor

Other (OVA, HNU,etc.): None




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-8
Date: 8/24/15 Sampled By: NA
Sampling Time: NA Recorded By: NA
Weather: sunny/hot/humid/ 88F Replicate/Split: NA
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE 013626 Solinist Horbia U-52
PURGING INFORMATION
Casing Material: Purge Method:
Casing Diameter: Screen Interval:
Total Depth: Pump intake depth:
Depth to Water:
Water Column: Total Volume Purged:
Gallons/Foot: Pump on: Off:
Gallons in Well:
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Well not pled - obstruction in well
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-10
Date: 8/14/15 Sampled By:
Sampling Time: 10:20 Recorded By:
Weather: sunny / hot/ humid / 75F Replicate/Split: DUP - 3- 081415
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: Low Flow Bladder Pump
Casing Diameter: 4" Screen Interval: 10' to 20'
Total Depth: 21.10 Pump intake depth: 15'
Depth to Water: 6.90
Water Column: 14.20 Total Volume Purged: 2.54 gallons
Gallons/Foot: 0.650 Pump on: 9:35 Off: 11:25
Gallons in Well: 9.23
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:40 5 240 0.32 46.0 79.0 7.46 0.115 15.26 6.97 2.80
9:45 10 240 0.63 19.00 104.0 6.65 0.113 13.61 9.95 2.42
9:50 15 240 0.95 15.00 116.0 6.43 0.112 13.16 6.93 2.39
9:55 20 240 1.27 6.90 121.0 6.39 0.111 13.95 6.93 2.39
10:00 25 240 1.59 7.40 124.0 6.35 0.110 13.07 6.93 2.33
10:05 30 240 1.90 7.60 128.0 6.33 0.110 13.14 6.93 2.28
10:10 35 240 2.22 6.90 131.0 6.33 0.110 13.00 6.93 2.34
10:15 40 240 2.54 6.50 136.0 6.28 0.108 13.10 6.93 2.26
OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: to ground
Color: Clear Turbidity(qualitative): clear
Odor: None Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-11R

Date: 8/16/15 Sampled By: DW /KL

Sampling Time: 12:00 Recorded By: DW / KL

Weather: sunny / warm / 73F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder Pump

Casing Diameter: 2" Screen Interval: 25' to 40'

Total Depth: 38.55 Pump intake depth: 32'

Depth to Water: 17.84

Water Column: 20.71 Total Volume Purged: 3.96 gallons

Gallons/Foot: 0.160 Pump on: 11:05 Off: 12:25

Gallons in Well: 3.31

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:10 5 150 0.20 52.5 -99.0 6.86 0.424 20.32 17.86 5.95
11:15 10 325 0.86 34.50 -97.0 6.90 0.451 18.90 17.89 4.30
11:20 15 300 1.19 29.50 -94.0 6.92 0.470 17.51 17.90 4.18
11:25 20 300 1.59 26.80 -92.0 6.95 0.488 15.92 17.90 3.91
11:30 25 300 1.98 37.50 -97.0 6.94 0.500 14.61 17.94 3.32
11:35 30 300 2.38 18.10 -99.0 6.95 0.539 12.25 17.96 3.01
11:40 35 300 2.77 15.80 -100.0 6.94 0.539 12.24 17.94 2.75
11:45 40 300 3.17 14.90 -100.0 6.93 0.538 12.29 17.30 2.67
11:50 45 300 3.57 14.10 -100.0 6.93 0.537 12.35 17.93 2.60
11:55 50 300 3.96 13.80 -100.0 6.94 0.536 12.28 17.93 2.55
OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: Contained
Color: slightly cloudy Turbidity(qualitative): slightly cloudy

Odor: slight odor

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-12

Date: 8/10/15 Sampled By: RJL

Sampling Time: 14:45 Recorded By: RJL

Weather: Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: Stainless steel Purge Method: Low Flow Bladder pump

Casing Diameter: 6" Screen Interval: 9'to 40'

Total Depth: 39.75 Pump intake depth: 20'

Depth to Water: 14.34

Water Column: 25.41 Total Volume Purged: 1.85 gallons

Gallons/Foot: 1.470 Pump on: 14:00 Off: 15:05

Gallons in Well: 37.35

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:05 0 200 0.00 46.1 150.0 6.37 0.661 16.60 14.50 6.71
14:10 5 200 0.26 27.20 188.5 5.73 0.920 12.10 14.50 6.14
14:15 10 200 0.53 24.40 215.0 5.70 0.912 11.70 14.50 6.27
14:20 15 200 0.79 37.60 221.0 5.70 0.918 11.70 14.50 6.10
14:25 20 200 1.06 62.30 224.0 5.70 0.918 11.60 14.60 6.07
14:30 25 200 1.32 62.00 215.0 5.70 0.918 11.50 14.50 5.83
14:35 30 200 1.59 64.00 232.0 5.70 0.916 11.50 14.50 5.73
14:40 35 200 1.85 65.70 239.9 5.73 0.917 11.60 14.50 5.73

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-13
Date: 8/10/15 Sampled By: RJL
Sampling Time: 9:45 Recorded By: DJM
Weather: Replicate/Split: Dup-02-081015
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION
Casing Material: steel Purge Method: Low Flow Bladdder Pump
Casing Diameter: 6" Screen Interval: 8'to 60"
Total Depth: 32.35 Pump intake depth: 28'
Depth to Water: 20.25
Water Column: 12.10 Total Volume Purged: 1.85 gallons
Gallons/Foot: 1.470 Pump on: 13:35 Off: 14:30
Gallons in Well: 17.79
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:10 5 200 0.26 54.8 65.1 7.65 0.712. 14.20 20.27 5.15
9:15 10 200 0.53 45.00 83.1 6.24 0.819 12.40 20.27 4.71
9:20 15 200 0.79 45.10 116.5 6.00 0.742 11.60 20.75 3.36
9:25 20 200 1.06 43.50 125.3 5.22 0.742 11.70 20.93 3.14
9:30 25 200 1.32 42.10 122.3 5.22 0.742 11.80 21.01 3.05
9:35 30 200 1.59 42.30 132.3 5.22 0.750 11.50 21.22 2.95
9:40 35 200 1.85 40.40 146.4 5.22 0.742 11.60 21.32 2.72
OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: To ground
Color: Clear Turbidity(qualitative): Clear
Odor: None Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-14A
Date: 8/13/15 Sampled By: DJM
Sampling Time: 10:55 Recorded By: DJM
Weather: sunny / warm / humid / 83F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3

Casing Material:

Stainless steel

PURGING INFORMATION

Purge Method:

Low Flow Bladder Pump

Casing Diameter: 4" Screen Interval: 4'to 14'

Total Depth: 16.00 Pump intake depth: 12

Depth to Water: 11.20

Water Column: 4.80 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.650 Pump on: 10:20 Off: 11:20

Gallons in Well: 3.12

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:20 0 200 0.00 102.0 -55.0 6.41 0/734 15.48 11.40 2.52
10:25 5 200 0.26 47.40 -89.0 6.38 0.748 15.54 11.40 1.05
10:30 10 200 0.53 36.80 -64.0 6.11 0.723 16.38 11.80 0.24
10:35 15 200 0.79 31.20 -62.0 6.10 0.713 16.67 11.80 0.14
10:40 20 200 1.06 22.60 -60.0 6.00 0.707 16.85 11.90 0.05
10:45 25 200 1.32 18.00 -58.0 6.08 0.703 16.76 11.90 0.07
10:50 30 200 1.59 14.70 -58.0 6.08 0.701 17.00 11.90 0.03

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-14B
Date: 8/13/15 Sampled By: DW
Sampling Time: 10:20 Recorded By: DW
Weather: sunny / warm /humid / 81F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION
Casing Material: Stainless steel Purge Method: Low Flow bladder pump
Casing Diameter: 4" Screen Interval: 25'to 35'
Total Depth: 37.30 Pump intake depth: 30'
Depth to Water: 13.63
Water Column: 23.67 Total Volume Purged: 2.22 gallons
Gallons/Foot: 0.650 Pump on: 9:40 Off: 10:55
Gallons in Well: 15.39
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:45 5 240 0.32 5.1 -78.0 7.29 0.727 13.86 13.90 1.23
9:50 10 240 0.63 0.80 -93.0 6.96 0.723 13.39 14.21 1.47
9:55 15 240 0.95 0.50 -99.0 6.92 0.722 13.25 14.40 1.81
10:00 20 240 1.27 0.50 -101.0 6.91 0.725 13.28 14.45 1.40
10:05 25 240 1.59 0.00 -101.0 6.90 0.728 13.20 14.54 1.30
10:10 30 240 1.90 0.00 -100.0 6.86 0.737 13.20 14.60 1.21
10:15 35 240 222 0.00 -99.0 6.85 0.739 13.25 14.67 1.13
OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: To ground
Color: Clear Turbidity(qualitative): Clear
Odor: Yes (rotten egg odor) Other (OVA, HNU,etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-15B

Date: 8/24/15 Sampled By:

Sampling Time: 11:15 Recorded By:

Weather: Sunny / hot / humid / 85F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: Stainless steel Purge Method: Low Flow Bladder pump

Casing Diameter: 4" Screen Interval: 25'to 35'

Total Depth: 31.20 Pump intake depth: 33'

Depth to Water: 3.72

Water Column: 27.48 Total Volume Purged: 2.32 gallons

Gallons/Foot: 0.650 Pump on: 10:30 Off: 11:35

Gallons in Well: 17.86

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:30 0 220 0.00 107.3 48.3 8.19 0.173 14.40 3.77 0.91
10:35 5 220 0.29 103.20 37.4 8.13 0.174 13.80 3.84 0.25
10:40 10 220 0.58 73.00 29.2 8.13 0.173 13.90 3.96 0.13
10:45 15 220 0.87 51.10 8.5 8.12 0.173 13.80 4.18 0.06
10:50 20 220 1.16 46.00 -3.6 8.11 0.173 14.60 4.21 0.05
10:55 25 220 1.45 43.30 -10.6 8.10 0.173 14.80 4.23 0.03
11:00 30 220 1.74 44.90 -11.9 8.10 0.173 14.60 4.24 0.02
11:05 35 220 2.03 43.80 -12.7 8.10 0.172 14.70 4.25 0.01
11:10 40 220 2.32 44.80 -13.9 8.09 0.172 14.80 4.27 0.01

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-16

Date: 8/13/15 Sampled By:

Sampling Time: 15:45 Recorded By:

Weather: Sunny / warm / hot / 80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: Stainless steel Purge Method: Low Flow Bladder pump

Casing Diameter: 4" Screen Interval: 5'to 15'

Total Depth: 17.95 Pump intake depth: 10'

Depth to Water: 6.56

Water Column: 11.39 Total Volume Purged: 2.54 gallons

Gallons/Foot: 0.650 Pump on: 15:00 Off: 16:05

Gallons in Well: 7.40

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
15:05 5 240 0.32 39.0 -46.0 6.46 0.889 17.20 6.69 3.73
15:10 10 240 0.63 22.40 -51.0 6.47 0.900 16.56 6.85 2.83
15:15 15 240 0.95 20.30 -54.0 6.46 0.906 16.27 6.87 2.33
15:20 20 240 1.27 11.70 -57.0 6.46 0.912 16.10 6.88 1.95
15:25 25 240 1.59 12.00 -59.0 6.46 0.913 16.06 6.88 1.74
15:30 30 240 1.90 12.50 -60.0 6.45 0.914 16.04 6.88 1.65
15:35 35 240 222 11.90 -61.0 6.45 0.915 16.02 6.88 1.60
15:40 40 240 2.54 11.30 -61.0 6.45 0.915 16.00 6.88 1.56

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-17
Date: 8/13/15 Sampled By: RJL
Sampling Time: 14:05 Recorded By: RJL
Weather: sunny / hot / humid / 80F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF

Casing Material:

Stainless steel

PURGING INFORMATION

Purge Method:

Low flow Bladder pump

Casing Diameter: 4" Screen Interval: 3'to 13'

Total Depth: 17.05 Pump intake depth: 12'

Depth to Water: 6.30

Water Column: 10.75 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.650 Pump on: 13:30 Off: 14:30

Gallons in Well: 6.99

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:30 0 200 0.00 0.0 -45.0 7.16 0.580 23.00 6.33 6.30
13:35 5 200 0.26 0.00 -35.0 6.92 0.595 22.28 6.35 5.36
13:40 10 200 0.53 642.00 -32.0 6.72 0.642 16.64 6.38 0.87
13:45 15 200 0.79 405.00 -24.0 6.64 0.645 16.51 6.40 0.06
13:50 20 200 1.06 197.00 -7.0 6.49 0.647 15.47 6.50 0.00
13:55 25 200 1.32 79.00 -8.0 6.48 0.647 15.47 6.55 0.00
14:00 30 200 1.59 43.00 -8.0 6.48 0.647 15.47 6.55 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-18
Date: 8/13/15 Sampled By: DW
Sampling Time: 14:25 Recorded By: DW
Weather: sunny / hot / humid / 79F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC

Casing Material:

Stainless steel

PURGING INFORMATION

Purge Method:

Low Flow Bladder pump

Casing Diameter: 4" Screen Interval: 10' to 20'

Total Depth: 22.00 Pump intake depth: 18'

Depth to Water: 8.11

Water Column: 13.89 Total Volume Purged: 2.85 gallons

Gallons/Foot: 0.650 Pump on: 13:35 Off: 14:45

Gallons in Well: 9.03

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:40 5 240 0.32 65.5 119.0 690 0.335 12.64 8.96 1.76
13:45 10 240 0.63 55.20 119.0 6.83 0.336 12.21 8.81 1.10
13:50 15 240 0.95 44.00 119.0 6.80 0.335 12.00 9.00 1.00
13:55 20 240 1.27 29.90 118.0 6.78 0.335 11.74 9.55 0.95
14:00 25 240 1.59 24.50 117.0 6.76 0.334 11.63 9.90 0.88
14:.05 30 240 1.90 24.00 118.0 6.73 0.332 11.66 10.28 0.80
14:10 35 240 2.22 23.70 118.0 6.72 0.332 11.65 10.45 0.74
14:15 40 240 2.54 23.10 118.0 6.73 0.332 11.69 10.65 0.68
14:20 45 240 2.85 22.80 118.0 6.72 0.330 11.68 10.84 0.66

Well Condition: Goo

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-19

Date: 8/5/15 Sampled By: KL/ DW

Sampling Time: 10:40 Recorded By: KL/ DW

Weather: sunny / hot / humid / 75F Replicate/Split: Split - EPA

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 5" to 20"

Total Depth: 21.30 Pump intake depth: 17"

Depth to Water: 12.94

Water Column: 8.36 Total Volume Purged: 2.20 gallons

Gallons/Foot: 0.160 Pump on: 10:00 Off: 11:40

Gallons in Well: 1.34

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:02 2 225 0.12 8.2 -94.0 6.43 0.145 17.89 13.09 20.32
10:07 7 225 0.42 9.60 -91.0 6.39 0.143 17.09 13.10 13.26
10:12 12 225 0.71 13.40 -88.0 6.36 0.141 16.60 13.11 8.64
10:17 17 225 1.01 15.90 -85.0 6.35 0.141 16.61 13.11 7.44
10:22 22 225 1.31 14.80 -85.0 6.35 0.140 16.70 13.13 6.94
10:27 27 225 1.60 12.50 -83.0 6.35 0.139 16.85 13.13 6.28
10:32 32 225 1.90 11.80 -85.0 6.36 0.135 16.99 13.13 6.14
10:37 37 225 2.20 11.40 -86.0 6.37 0.138 17.10 13.13 6.00

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: Contained

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-20A

Date: 8/5/15 Sampled By: RJL

Sampling Time: 10:35 Recorded By: RJL

Weather: sunny/ hot /85F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 6"to 21"

Total Depth: 20.60 Pump intake depth: 15"

Depth to Water: 16.12

Water Column: 4.48 Total Volume Purged: 3.24 gallons

Gallons/Foot: 0.160 Pump on: 10:00 Off:

Gallons in Well: 0.72

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:00 0 340 0.00 234.0 -65.0 6.22 0.224 14.08 16.51 0.71
10:05 5 340 0.45 237.00 -64.0 6.11 0.230 12.39 16.72 0.00
10:10 10 350 0.92 237.00 -73.0 6.18 0.235 11.90 16.73 0.00
10:15 15 350 1.39 86.70 -76.0 6.21 0.245 11.83 16.75 0.00
10:20 20 350 1.85 89.50 -79.0 6.24 0.244 11.64 16,75 0.00
10:25 25 350 2.31 84.60 -82.0 6.26 0.248 11.51 16.76 0.00
10:30 30 350 277 81.20 -84.0 6.28 0.249 11.46 16.76 0.00
10:35 35 350 3.24 80.40 -83.0 6.30 0.251 11.47 16.76 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-20B

Date: 8/3/15 Sampled By: RJL

Sampling Time: 14:10 Recorded By: DJM

Weather: sunny /hot / humid 81F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 24'to 34'

Total Depth: 36.00 Pump intake depth: 30'

Depth to Water: 15.60

Water Column: 20.40 Total Volume Purged: 1.78 gallons

Gallons/Foot: 0.160 Pump on: 13:30 Off:

Gallons in Well: 3.26

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:35 0 250 0.00 0.0 -68.0 5.71 0.471 21.23 15.71 2.67
13:40 5 225 0.30 71.50 -68.0 5.72 0.463 13.60 15.80 0.15
13:45 10 225 0.59 189.00 -68.0 5.72 0.478 13.82 16.60 0.00
13:50 15 225 0.89 171.00 -69.0 5.72 0.471 13.98 16.60 0.00
13:55 20 225 1.19 47.20 -68.0 5.68 0.476 13.08 16.63 0.00
14:00 25 225 1.49 36.20 -66.0 5.65 0.477 12.53 16.65 0.00
14:05 30 225 1.78 25.50 -67.0 5.64 0.478 12.50 16.70 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: none

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-21

Date: 8/6/15 Sampled By: RJL

Sampling Time: 10:35 Recorded By: RJL

Weather: Sunny / hot / humid / 78F Replicate/Split: Dup-01-080615

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF / XMJFJOW4Y
PURGING INFORMATION

Casing Material: PVC Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval: 6'to 21"

Total Depth: 20.20 Pump intake depth: 17'

Depth to Water: 9.20

Water Column: 11.00 Total Volume Purged: 4.65 gallons

Gallons/Foot: 0.160 Pump on: 9:40 Off: 11:15

Gallons in Well: 1.76

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:40 0 400 0.00 752.0 142.0 6.38 0.105 14.66 9.34 23.85
9:45 5 400 0.53 752.00 192.0 6.07 0.105 12.70 9.41 9.66
9:50 10 400 1.06 800.00 211.0 5.95 0.104 12.63 9.51 7.41
9:55 15 320 1.27 756.00 221.0 5.90 0.103 13.08 9.46 5.26
10,00 20 320 1.69 484.00 229.0 5.85 0.104 12.77 9.47 4.57
10:05 25 320 2.11 630.00 74.0 6.42 0.114 13.72 9.46 8.42 Horiba replaced
10:10 30 320 2.54 237.00 76.0 6.32 0.114 12.25 9.46 8.09
10:15 35 320 2.96 226.00 76.0 6.30 0.113 12.20 9.46 7.49
10:20 40 320 3.38 217.00 76.0 6.30 0.113 12.51 9.46 7.54
10:25 45 320 3.80 209.00 76.0 6.29 0.113 12.60 9.46 7.48
10:30 50 320 4.23 205.0 76.0 6.29 0.113 12.56 9.46 7.46
10:35 55 320 4.65 202.0 76.0 6.29 0.113 12.54 9.46 7.51

Well Condition: good

OBSERVATIONS DURING SAMPLING
Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Tan sediment

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-22
Date: 8/18/15 Sampled By:
Sampling Time: DRY Recorded By:
Weather: sunny / hot / humid/ 78F Replicate/Split:
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVc Purge Method:
Casing Diameter: 2" Screen Interval: 10' to 20'
Total Depth: 21.85 Pump intake depth:
Depth to Water: 21.51
Water Column: 0.34 Total Volume Purged:
Gallons/Foot: 0.160 Pump on: Off:
Gallons in Well: 0.05
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
DRY WELL- No Sample
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-23
Date: 8/18/15 Sampled By:

Sampling Time: DRY Recorded By:

Weather: sunny / hot / humid 78F Replicate/Split:

INSTRUMENT IDENTIFICATION

PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE Solinist Horbia U-52

PURGING INFORMATION

Casing Material: PVC Purge Method: Low flow bladder pump
Casing Diameter: 2" Screen Interval: 10' to 20'

Total Depth: 21.18 Pump intake depth:

Depth to Water: DRY

Water Column: Total Volume Purged:

Gallons/Foot: Pump on: Off:

Gallons in Well:

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Dry Well - No pl

OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-24

Date: 8/13/15 Sampled By: DJM

Sampling Time: 9:50 Recorded By: DJM

Weather: sunny / hot / humid 80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 5'to 15'

Total Depth: 18.05 Pump intake depth: 11"

Depth to Water: 6.20

Water Column: 11.85 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.160 Pump on: 9:10 Off: 10:05

Gallons in Well: 1.90

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:15 0 200 0.00 256.0 -150.0 8.57 0.011 22.88 6.20 20.91
9:20 5 200 0.26 232.00 -103.0 8.43 0.843 13.56 6.80 11.01
9:25 10 200 0.53 162.00 -24.0 7.28 0.711 13.08 7.20 8.29
9:30 15 200 0.79 124.00 -32.0 7.29 0.700 13.53 8.00 5.76
9:35 20 200 1.06 58.90 -34.0 7.27 0.689 13.88 8.00 4.35
9:40 25 200 1.32 42.70 -34.0 7.27 0.688 13.83 8.00 3.95
9:45 30 200 1.59 27.20 -35.0 7.27 0.688 13.83 8.00 3.55

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-25

Date: 8/13/15 Sampled By: DJM

Sampling Time: 9:50 Recorded By: DJM

Weather: sunny /hot/ humid/ 82F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: PVc Purge Method: Low Flow bladder pump

Casing Diameter: 2" Screen Interval: 10' to 20'

Total Depth: 18.35 Pump intake depth: 18'

Depth to Water: 11.35

Water Column: 7.00 Total Volume Purged: 1.16 gallons

Gallons/Foot: 0.160 Pump on: 9:15 Off:

Gallons in Well: 1.12

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:15 0 125 0.00 0.0 85.0 8.47 0.854 15.55 11.70 7.25
9:20 5 125 0.17 0.00 81.0 7.45 0.676 14.37 12.01 5.11
9:25 10 125 0.33 0.00 90.0 7.10 0.587 14.17 12.31 4.82
9:30 15 125 0.50 0.00 107.0 6.93 0.448 14.23 12.80 5.00
9:35 25 125 0.83 0.00 117.0 6.89 0.496 14.32 12.95 4.40
9:40 30 125 0.99 0.00 117.0 6.88 0.499 14.57 13.20 4.32
9:45 35 125 1.16 0.00 117.0 6.87 0.499 14.57 13.25 4.32

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Turbidity(qualitative): clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-26
Date: 8/13/15 Sampled By:
Sampling Time: Damaged Recorded By:
Weather: sunny/ hot/ humid / 80F Replicate/Split:
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method: Low flow Bladder pump
Casing Diameter: 2" Screen Interval: 10' to 20'
Total Depth: Pump intake depth: 18'
Depth to Water:
Water Column: Total Volume Purged:
Gallons/Foot: Pump on: Off:
Gallons in Well:
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Well d d and no longer exists - No sample
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-27
Date: 8/6/15 Sampled By: DW
Sampling Time: 15:20 Recorded By: DW
Weather: sunny / hot / humid / 78F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump
Casing Diameter: 2" Screen Interval: 24.5' to 39.5'
Total Depth: 40.15 Pump intake depth: 32'
Depth to Water: 16.05
Water Column: 24.10 Total Volume Purged: 3.96 gallons
Gallons/Foot: 0.160 Pump on: 14:25 Off:
Gallons in Well: 3.86

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:40 5 300 0.40 400.0 -70.0 6.96 0.339 17.35 16.27 14.00
14:35 10 300 0.79 359.00 -82.0 6.95 0.349 14.39 16.26 9.85
14:40 15 300 1.19 180.00 -86.0 6.94 0.362 13.85 16.25 6.13
14:45 20 300 1.59 78.50 -86.0 6.93 0.366 13.52 16.25 3.30
14:50 25 300 1.98 40.10 -87.0 6.92 0.366 13.40 16.24 1.38
14:55 30 300 2.38 25.30 -87.0 6.91 0.362 13.58 16.23 0.81
15:00 35 300 277 24.50 -87.0 6.93 0.360 13.69 16.23 0.75
15:05 40 300 3.17 26.00 -87.0 6.92 0.360 13.61 16.22 0.70
15:10 45 300 3.57 24.70 -87.0 6.93 0.361 13.57 16.22 0.68
15:15 50 300 3.96 23.00 -87.0 6.93 0.362 13.48 16.22 0.65

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: slight odor

Purge Water Disposal: Contained

Turbidity(qualitative): cloudy

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-28

Date: 8/13/15 Sampled By: DJM

Sampling Time: 15:15 Recorded By: DJM

Weather: sunny/ hot/ humid/ 81F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVc Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 3'to 18"

Total Depth: 18.60 Pump intake depth: 10

Depth to Water: 2.26

Water Column: 16.34 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.160 Pump on: 14:40 Off:

Gallons in Well: 2.61

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:40 0 200 0.00 800.0 133.0 6.95 0.850 18.77 2.35 4.92
14:45 5 200 0.26 612.00 92.0 6.79 0.861 17.70 2.40 0.69
14:50 10 200 0.53 449.00 32.0 6.72 0.885 16.05 2.40 0.00
14:55 15 200 0.79 425.00 32.0 6.69 0.888 15.78 2.40 0.00
15:00 20 200 1.06 150.00 33.0 6.67 0.888 15.63 2.40 0.00
15:05 25 200 1.32 70.00 34.0 6.69 0.892 15.07 2.40 0.00
15:10 30 200 1.59 45.00 35.0 6.69 0.892 15.07 2.40 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Cloudy

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-29

Date: 8/12/15 Sampled By:

Sampling Time: 15:30 Recorded By:

Weather: sunny / hot / humid / 77F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 18' to 35'

Total Depth: 34.45 Pump intake depth: 32'

Depth to Water: 5.85

Water Column: 28.60 Total Volume Purged: 2.85 gallons

Gallons/Foot: 0.160 Pump on: 14:40 Off: 15:45

Gallons in Well: 4.58

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:45 5 240 0.32 210.0 4.0 6.87 0.114 14.18 5.80 30.27
14:50 10 240 0.63 145.00 24.0 6.67 0.110 13.48 5.80 19.00
14:55 15 240 0.95 99.80 26.0 6.68 0.109 13.05 5.80 15.52
15:00 20 240 1.27 75.10 27.0 6.56 0.109 13.04 5.81 12.39
15:05 25 240 1.59 60.50 31.0 6.53 0.109 13.00 5.81 10.95
15:10 30 240 1.90 54.60 34.0 6.56 0.108 12.67 5.81 10.15
15:15 35 240 2.22 40.50 40.0 6.51 0.108 12.55 5.81 10.00
15:20 40 240 2.54 32.30 33.0 6.49 0.111 12.54 5.81 9.82
15:25 45 240 2.85 29.40 37.0 6.49 0.111 12.53 5.82 9.50

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-30A
Date: 8/18/15 Sampled By: DW
Sampling Time: DRY Recorded By: DW
Weather: sunny / hot / humid / 79F Replicate/Split:
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method:
Casing Diameter: 2" Screen Interval:
Total Depth: 20.70 Pump intake depth:
Depth to Water: 20.32
Water Column: 0.38 Total Volume Purged:
Gallons/Foot: 0.160 Pump on: Off:
Gallons in Well: 0.06
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
DRY well - No
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-30B

Date: 8/6/15 Sampled By:

Sampling Time: 15:10 Recorded By:

Weather: sunny / hot / humid / 80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 21' to 36'

Total Depth: 38.50 Pump intake depth: 30'

Depth to Water: 20.61

Water Column: 17.89 Total Volume Purged: 3.38 gallons

Gallons/Foot: 0.160 Pump on: 14:30 Off: 15:30

Gallons in Well: 2.86

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:30 0 510 0.00 243.0 194.0 6.44 0.288 23.51 21.28 8.34
14:35 5 480 0.63 207.00 192.0 6.09 0.303 12.81 21.31 1.09
14:40 10 320 0.85 191.00 200.0 5.89 0.297 12.39 21.34 0.61
14:45 15 320 1.27 144.00 216.0 5.64 0.289 12.00 21.36 0.34
14:50 20 320 1.69 93.30 225.0 5.46 0.283 11.94 21.37 0.18
14:55 25 320 2.11 66.00 233.0 5.34 0.283 11.52 21.37 0.00
15:00 30 320 2.54 54.40 233.0 5.29 0.283 11.48 21.37 0.00
15:05 35 320 2.96 51.70 234.0 5.26 0.283 11.36 21.37 0.00
15:10 40 320 3.38 50.30 234.0 5.26 0.283 11.34 21.37 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: OB-30C

Date: 8/6/15 Sampled By: RJL

Sampling Time: 15:05 Recorded By: RJL

Weather: sunny /hot / humid/ 78F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 TSCNWAIF
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 40' to 50'

Total Depth: 52.05 Pump intake depth: 45

Depth to Water: 19.95

Water Column: 32.10 Total Volume Purged:

Gallons/Foot: 0.160 Pump on: 14:30 Off: 15:25

Gallons in Well: 5.14

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:30 0 200 0.00 69.5 -70.0 8.06 0.314 22.00 20.00 8.27
14:35 5 200 0.26 0.00 -99.0 8.28 0.384 15.61 20.00 18.77
14:40 10 200 0.53 0.00 -89.0 8.10 0.379 13.38 20.00 1217
14:45 15 200 0.79 0.00 -89.0 8.10 0.383 12.81 20.00 10.50
14:50 20 200 1.06 0.00 -120.0 8.71 0.372 12.50 20.00 9.07
14:55 25 200 1.32 0.00 -130.0 8.61 0.366 12.26 20.00 8.88
15:00 30 200 1.59 0.00 -130.0 8.57 0.366 12.26 20.00 8.51

Well Condition: Good

NG

OBSERVATIONS DURING SAMPLI

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-1(64-74)
Date: 8/13/15 Sampled By: CC
Sampling Time: Recorded By: CC
Weather: sunny / hot / humid / 78F Replicate/Split:
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 64'to -74'
Total Depth: 74 Pump intake depth: 69
Depth to Water: 12.88 (9/2/14)
Water Column: NA Total Volume Purged:
Gallons/Foot: Pump on: Off:
Gallons in Well:
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Not d due to road issues

Well Condition: good
Color: NA
Odor: NA

OBSERVATIONS DURING SAMPLING

Ot

Purge Water Disposal: NA

Turbidity(qualitative): NA

her (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-1(131-141)
Date: 8/13/15 Sampled By: CC
Sampling Time: Recorded By: CC
Weather: sunny / hot / humid / 83F Replicate/Split:
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE 013626 Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 131' to 141'
Total Depth: 141" Pump intake depth: 136"
Depth to Water: 12.60 (9/2/14)
Water Column: NA Total Volume Purged:
Gallons/Foot: Pump on: Off:
Gallons in Well:
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Not d due to road issues

Well Condition: Godd

OBSERVATIONS DURING SAMPLING

Color: NA

Odor: NA

Ot

Purge Water Disposal: NA

Turbidity(qualitative): NA

her (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-2(279-289)
Date: 8/21/15 Sampled By: CC
Sampling Time: 13:45 Recorded By: CC
Weather: sunny/ hot / humid / 80F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52

Casing Material:
Casing Diameter:
Total Depth:
Depth to Water:

PURGING INFORMATION

PVC Purge Method: ZIST system
1" Screen Interval: 279' to 289'
289" Pump intake depth: 284"

12.87 (8/21/15)

Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 13:28 Off: 14:24
Gallons in Well: 0.41 PSI at 125 D/R at 10sec /1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:43 15 100 0.40 0.0 -233.0 10.73 1.270 23.73 NA 2.51

OBSERVATIONS DURING SAMPLING

Well Condition: Good Purge Water Disposal: NA
Color: Clear Turbidity(qualitative): Clear
Odor: None Other (OVA, HNU etc.): NA

** Well interval water effervescent.




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-2(452-462)
Date: 8/25/15 Sampled By: CC
Sampling Time: 13:30 Recorded By: CC
Weather: sunny/ hot/ humid/ 80F Replicate/Split: MS/MSD
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52CGLR3
PURGING INFORMATION
Casing Material: PVc Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 452" to 462'
Total Depth: 462" Pump intake depth: 457
Depth to Water: 13.23 (8/21/15)
Water Column: Na Total Volume Purged: 950 ml
Gallons/Foot: 0.041 Pump on: 13:10 Off: 19:00
Gallons in Well: 0.41 PSI at 200 D/R at 20 sec /45 sec
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:29 19 50 0.25 0.0 -33.0 11.28 3.110 19.43 NA 9.89

Submitted only 1 250 ml amber bottle per analysis (total 3 bottles, PCBs, SIM, TCL)

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: NA

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA

** Use 1 60 cc nitrogen tank per 60 minutes




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-3(77-87)
Date: 8/6/15 Sampled By: CC /KL
Sampling Time: 14:35 Recorded By: CC /KL
Weather: Sunny / hot / humid / 80F Replicate/Split: NA
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE 013626 Solinist Horbia U-52 S52CGLR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1' Screen Interval: 77'to 87'
Total Depth: 87.00 Pump intake depth: 82'
Depth to Water: 14.88
Water Column: 72.12 Total Volume Purged:
Gallons/Foot: 0.041 Pump on: 14:14 Off: 15:45
Gallons in Well: 0.41 PSI at 50 psi D/R at 10 sec/ 1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:34 20 75 0.40 0.0 -26.0 5.89 0.384 16.79 NA 2.40

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: Yes

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 159468 Task: 001 Well ID: RW-3DS(155-160)
Date: 8/25/2015 Sampled By: CC/DW

Sampling Time: 8:40 Recorded By: CC/DW

Weather: sunny / hot / humid / 80F Replicate/Split: Dup-04-082515

INSTRUMENT IDENTIFICATION

PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE Solinist Horbia U-52 S52CGLR3

PURGING INFORMATION

Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 155' to 160'

Total Depth: 160" Pump intake depth: 157.5
Depth to Water: 16.52

Water Column: NA Total Volume Purged: 800 ml
Gallons/Foot: 0.041 Pump on: Off:
Gallons in Well: 0.21 PSl at 75 psi D/R at 15 sec/ 1 min

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8:38 11 100 0.29 8.0 -84.0 10.4 1.640 19.65 NA 1.61

OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: NA
Color: slight yellow Turbidity(qualitative): Clear
Odor: yes Other (OVA, HNU, etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-3DD(175-180)
Date: 8/10/15 Sampled By: CC/KL

Sampling Time: 14:25 Recorded By: CC/KL

Weather: partly sunny / warm / 80F Replicate/Split: None

INSTRUMENT IDENTIFICATION

PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 175-180
Total Depth: 180" Pump intake depth: 177.5
Depth to Water: 17.02
Water Column: NA Total Volume Purged: 800 ml
Gallons/Foot: 0.041 Pump on: 14:08 Off: 15:35
Gallons in Well: 0.21 PSl at 85 D/R at 10 sec / 1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:23 15 100 0.40 11.2 -150.0 10.58 0.283 19.40 NA 13.45

OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: To ground
Color: Clear Turbidity(qualitative): Clear
Odor: None Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-4(333-343)
Date: 8/24/15 Sampled By: CC
Sampling Time: 11:25 Recorded By: CC
Weather: sunny/hot/humid 80F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 333' to 343"
Total Depth: 343' Pump intake depth: 338'
Depth to Water: 31.23
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 11:06 Off: 12:20
Gallons in Well: 0.41
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:24 18 100 0.48 0.0 -15.0 11.4 0.532 16.10 NA 10.90

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: NA

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-4(393-403)
Date: 8/10/15 Sampled By: CC /KL
Sampling Time: 9:40 Recorded By: CC /KL
Weather: sunny/ warm / 70F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 393' to 403"
Total Depth: 403" Pump intake depth: 398'
Depth to Water: 31.35
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 9:15 Off: 10:00
Gallons in Well: 0.41
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:37 22 75 0.44 26.8 124.0 8.25 0.356 18.20 NA 14.48

OBSERVATIONS DURING SAMPLING

Well Condition: Good

Color: Chalky

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Cloudy

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-4A(62-72)
Date: 8/10/15 Sampled By: CC /KL
Sampling Time: 12:15 Recorded By: CC /KL
Weather: Cloudy/ warm/ 70F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 62'to 72"
Total Depth: 72' Pump intake depth: 67"
Depth to Water: 18.12
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.040 Pump on: 11:40 Off: 13:46
Gallons in Well: 0.41 PSlat40 D/R at 10 sec/1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
12:14 34 70 0.63 1.5 51.0 7,40 0.094 18.52 NA 14.75

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-4A(113-123)
Date: 8/24/15 Sampled By: CC
Sampling Time: 9:35 Recorded By: CC
Weather: sunny/ hot /humid 75F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE 013626 Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 113' to 123'
Total Depth: 123" Pump intake depth: 118"
Depth to Water: 32.55
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 9:10 Off: 10:12
Gallons in Well: 0.41
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:34 24 60 0.38 0.0 194.0 6.75 0.126 15.04 NA 11.11

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: NA

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-5

Date: 8/5/15 Sampled By: DW /KL

Sampling Time: 14:35 Recorded By: DW /KL

Weather: sunny / hot / 85F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: PVC Purge Method: Flow flow Bladder pump

Casing Diameter: 2" Screen Interval: 99'to 119"

Total Depth: 121.85 Pump intake depth: 109

Depth to Water: 13.65

Water Column: 108.20 Total Volume Purged: 1.49 gallons

Gallons/Foot: 0.160 Pump on: 13:33 Off: 15:30

Gallons in Well: 17.31

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:55 5 150 0.20 20.8 -224.0 10.63 0.564 27.50 13.70 2.22
14:00 10 125 0.33 21.40 -347.0 10.84 0.513 24.90 13.85 6.72
14:05 15 125 0.50 41.60 -326.0 10.90 0.535 20.20 13.92 6.75
14:10 20 125 0.66 41.40 -309.0 10.89 0.541 17.40 13.93 6.32
14:15 25 125 0.83 43.50 -298.0 10.83 0.525 16.48 13.95 5.52
14:20 30 125 0.99 44.20 -291.0 10.75 0.500 16.18 14.94 5.20
14:25 35 125 1.16 46.80 -287.0 10.70 0.490 16.09 13.99 5.15
14:30 40 125 1.32 47.00 -284.0 10.64 0.475 15.95 13.99 5.00
14:35 45 125 1.49 46.20 -283.0 10.62 0.472 15.75 13.99 5.10

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: Contained

Color: Clear

Odor: None

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-5A

Date: 8/24/15 Sampled By: DW

Sampling Time: 10:25 Recorded By: DW

Weather: sunny / hot / humid 80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: PVC Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval: 54' to 74'

Total Depth: 75.60 Pump intake depth: 64'

Depth to Water: 12.91

Water Column: 62.69 Total Volume Purged: 4.07 gallons

Gallons/Foot: 0.160 Pump on: 9:25 Off: 10:45

Gallons in Well: 10.03

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:30 5 280 0.37 80.1 -41.0 5.83 0.589 15.00 14.80 7.77
9:35 10 280 0.74 85.20 -32.0 5.81 0.565 14.83 15.00 3.80
9:40 15 280 1.11 84.50 -30.0 5.96 0.583 14.00 15.65 2.81
9:45 20 280 1.48 83.90 -28.0 5.94 0.588 13.25 15.80 1.72
9:50 25 280 1.85 78.30 -25.0 5.95 0.591 13.03 16.30 1.13
9:55 30 280 2.22 70.80 24.0 6.01 0.590 12.95 17.80 0.00
10:00 35 280 2.59 65.80 -25.0 6.05 0.584 12.50 18.50 0.00
10:05 40 280 2.96 44.00 -23.0 6.15 0.571 12.31 18.69 0.00
10:10 45 280 3.33 41.50 -26.0 6.08 0.595 12.01 19.25 0.00
10:15 50 280 3.70 38.00 -24.0 6.10 0.580 11.91 19.40 0.00
10:20 55 280 4.07 36.8 -24.0 6.12 0.589 11.89 19.68 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: Contained

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-6

Date: 8/6/15 Sampled By: DJM

Sampling Time: 10:30 Recorded By: DJM

Weather: Sunny / warm / 75F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 99'to 119"

Total Depth: 122.10 Pump intake depth: 109

Depth to Water: 13.77

Water Column: 108.33 Total Volume Purged: 1.85 gallons

Gallons/Foot: 1.444 Pump on: 9:33 Off: 11:20

Gallons in Well: 17.33

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:40 0 200 0.00 12.2 -97.0 5.27 0.385 19.68 13.87 7.56
Replaced gas tank, resumed at 09:55

9:55 5 200 0.26 144.00 -91.0 5.58 0.461 16.37 13.80 2.82
10:00 10 200 0.53 141.00 -89.0 5.76 0.532 14.04 13.80 0.54
10:05 15 200 0.79 89.20 -89.0 5.76 0.549 12.66 13.80 0.36
10:10 20 200 1.06 31.20 -91.0 5.72 0.547 12.29 13.80 0.14
10:15 25 200 1.32 16.80 -92.0 5.67 0.544 12.00 13.80 0.01
10:20 30 200 1.59 12.30 -92.0 5.64 0.540 12.13 13.80 0.00
10:25 35 200 1.85 17.90 -92.0 5.61 0.542 12.12 13.80 0.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: Contained

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-6A

Date: 8/4/15 Sampled By: RJL /DJM

Sampling Time: 14:15 Recorded By: RJL / DJM

Weather: sunny / hot/ humid / 90F Replicate/Split: none

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE 013626 Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 58'to 78'

Total Depth: 80.25 Pump intake depth: 68

Depth to Water: 14.32

Water Column: 65.93 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.160 Pump on: 12:35 Off: 14:35

Gallons in Well: 10.55

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:40 0 200 0.00 34.3 -84.0 6.49 0.540 19.05 14.90 6.69
13:45 5 200 0.26 34.30 -84.0 6.20 0.607 19.25 14.90 2.70
13:50 10 200 0.53 34.30 -60.0 6.05 0.604 13.87 14.90 1.13
13:55 15 200 0.79 34.30 -48.0 5.82 0.624 13.14 14.97 0.67
14:00 20 200 1.06 34.30 -44.0 5.81 0.625 13.22 14.95 0.63
14:.05 25 200 1.32 34.30 -46.0 5.76 0.620 13.08 14.97 0.32
14:10 30 200 1.59 34.30 -43.0 5.69 0.619 13.01 14.98 0.35

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: Contained

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-7

Date: 9/4/15 Sampled By: RJL

Sampling Time: 10:05 Recorded By: RJL

Weather: Sunny / hot/ humid / 85F Replicate/Split: MS / MSD

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval: 99'to 119"

Total Depth: 120.65 Pump intake depth: 109

Depth to Water: 5.82

Water Column: 114.83 Total Volume Purged: 1.85 gallons

Gallons/Foot: 0.160 Pump on: 9:20 Off: 10:30

Gallons in Well: 18.37

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:25 0 200 0.00 8.5 -124.0 8.5 0.126 21.34 5.80 20.04
9:30 5 200 0.26 12.20 -48.0 7.32 0.117 13.38 5.85 15.06
9:35 10 200 0.53 65.80 -35.0 6.80 0.112 14.60 5.83 11.02
9:40 15 200 0.79 41.50 -24.0 6.88 0.113 13.61 5.90 11.49
9:45 20 200 1.06 33.60 -19.0 6.77 0.110 13.44 5.90 10.10
9:50 25 200 1.32 38.00 -15.0 6.72 0.110 13.46 5.90 10.21
9:55 30 200 1.59 36.10 -16.0 6.70 0.110 13.31 5.90 9.32
10:00 35 200 1.85 49.80 -15.0 6.70 0.110 13.12 5.90 9.63

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-8A(163-173)
Date: 8/18/15 Sampled By: CC
Sampling Time: 14:15 Recorded By: CC
Weather: sunny / hot / 80F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 163' to 173'
Total Depth: 173.00 Pump intake depth: 163"
Depth to Water: 62.26 (8/18/2015)
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 13:53 Off: 15:17
Gallons in Well: 0.41
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:13 20 150 0.79 0.0 -16.0 7.63 0.493 19.89 NA 9.25

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: Slight

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-8(204-214)
Date: 8/19/15 / 8/20/15 Sampled By: CC
Sampling Time: dried out / 11:30 Recorded By: CC
Weather: sunny / hot / humid 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 204' to 214"
Total Depth: 214.00 Pump intake depth: 204"
Depth to Water: 66.17 (8/18/2015)
Water Column: NA Total Volume Purged: 1450ml to dry
Gallons/Foot: 0.041 Pumpon: 13:150n 8/19/15 11:23 on 8/20/ Off: 13:45 on 8/19/15
Gallons in Well: 0.41 PSl at 110 D/R at 15 sec/ 1 min 12:25 on 8/20/15
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:45 8/19/2015  Well dried out, purged 1450 ml
11:23 8/20/2015 Well sampled, collected all except 1 PCB, ALK, Chloride, sulfate, dissolved metals
Field parameters not taken due to low volume
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-8A(47-57)
Date: 8/18/15 Sampled By: CC
Sampling Time: Dry Recorded By: CC
Weather: Sunny / hot / humid 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVc Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 47' to 57"
Total Depth: 57.00 Pump intake depth: 47
Depth to Water: Dry
Water Column: NA Total Volume Purged: none - dry
Gallons/Foot: 0.041 Pump on: Off:
Gallons in Well: 0.41
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments

Well dry no sample taken

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: NA

Odor: NA

Purge Water Disposal: NA

Turbidity(qualitative): NA

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-9A(25-35)
Date: 8/20/15 Sampled By: CC
Sampling Time: Dry Recorded By: CC
Weather: sunny/ hot/humid / 80F Replicate/Split: NA
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method:
Casing Diameter: 1" Screen Interval: 25'to 35'
Total Depth: 35.00 Pump intake depth: 30
Depth to Water: 22.84
Water Column: NA Total Volume Purged: None-Dry
Gallons/Foot: 0.041 Pump on: 15:05 Off: 15:09
Gallons in Well: 0.41
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
Well Dry no sample taken

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: NA

Odor: NA

Purge Water Disposal: NA

Turbidity(qualitative): NA

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-9A(85-95)
Date: 8/20/15 & 08/21/15 Sampled By: CcC
Sampling Time: 10:45 on 8/21/15 Recorded By: CC
Weather: sunny / hot /humid/ 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 85'to 95'
Total Depth: 95.00 Pump intake depth: 90
Depth to Water: 56.14
Water Column: NA Total Volume Purged: 650 ml
Gallons/Foot: 0.041 Pump on:  8/20/15 at 15:10 Off:  8/20/15 at 15:20
Gallons in Well: 0.41 8/21/15 at 10:40 8/21/15 at 12:05

PSl at 50 D/R 10 sec/ 1 min

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
15:10 pump on
15:20 pump off well dry after 650 ml purged
10:45 pump on Well sampled, not enough volume for field parameters
10:55 pump off
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-9(139-149)
Date: 8/19/15 Sampled By: cC
Sampling Time: Dry Recorded By: CC
Weather: sunny/ hot/ humid/ 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 139' to 149'
Total Depth: 149' Pump intake depth:
Depth to Water: 59.05
Water Column: NA Total Volume Purged: 650 ml - dry
Gallons/Foot: 0.041 8/19/2015 __ 15:10 Off: 15:17
Gallons in Well: 0.41 PSI at 100 D/ 8/20/2015 13:35 13:37
D/R at 10 sec/ 1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8/19/2015
15:15 Well went dry -purged 650 ml
I
8/20/2015 [ [
13:35 Well still dry - no sample taken
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone
Groundwater Sampling Form

150648 Task: 001

Project Number:

Well ID: RW-9(106-216)

Date: 8/20/15 & 8/21/15 Sampled By:
Sampling Time: 09:25 on 08/21/15 Recorded By:
Weather: sunny / hot/ humid 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 206' to 216"
Total Depth: 216" Pump intake depth: 211
Depth to Water: 61.26
Water Column: NA Total Volume Purged: 1450 m | - dry
Gallons/Foot: 0.041 Pump on: 14:20 Off: 14:55
Gallons in Well: 0.41 PSlat 100 D/R at 10 sec/1 min 9:25 10:00
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8/20/2015
14:20 pump on |
14:55 pump off Well dry - purged 1450 ml
8/21/2015
9:15 pump on
10:00 Pump off Well went dry- pled only 4 VOAs, 2 TAL Metals, 1 Cyanide, 1 SVOC-TCL, 1 SVOC-SIM, 1 PCBs

OBSERVATIONS DURING SAMPLING

Well Condition: Good
Color: Clear
Odor: None

Purge Water Disposal: NA
Turbidity(qualitative): Clear
Other (OVA, HNU, etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-10A(51-61)
Date: 8/19/15 & 8/20/15 Sampled By: cC
Sampling Time: 8/20/15 at 09:15 Recorded By: CC
Weather: sunny/ hot/humid / 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 51'to 61'
Total Depth: 61.00 Pump intake depth: 56'
Depth to Water: 39.33 (8/19/15)
Water Column: NA Total Volume Purged: 1600m!
Gallons/Foot: 0.041 Pump on: 11:05 Off: 11:50
Gallons in Well: 0.41 PSlat30 D/R 10 sec/ 1 min 9:05 10:48
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8/19/2015
11:42 37 70 0.68 0.00 -22.0 7.34 [ 0467 18.14 NA 11.14
Well dry -purged 1600 ml|
8/20/2015 [ [
9:15 Well went dry - sampled 4 VOAs
OBSERVATIONS DURING SAMPLING
Well Condition: Purge Water Disposal:
Color: Turbidity(qualitative):
Odor: Other (OVA, HNU,etc.):




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-10A(75-85)
Date: 8/18/15 Sampled By: CC
Sampling Time: 10:25 Recorded By: CC
Weather: sunny/hot/humid/ 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 75' to 85'
Total Depth: 85.00 Pump intake depth: 80
Depth to Water: 39.88 (8/18/15)
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 9:51 Off: 11:13
Gallons in Well: 0.41 PSI at 60
D/R at 15 sec / 30 sec
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:20 24 80 0.51 0.0 167.0 6.91 0.352 15.91 NA 3.88

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-10(120-130)
Date: 8/18/2015 & 08/19/15 Sampled By: CcC
Sampling Time: 9:25 Recorded By: CC
Weather: sunny / hot / humid /85F Replicate/Split: none
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method:
Casing Diameter: 1" Screen Interval: 120' to 130'
Total Depth: 130" Pump intake depth: 125
Depth to Water: 41.21 (08/18/15)
Water Column: NA Total Volume Purged: 1700 ml
Gallons/Foot: 0.041 Pump on: 12:10 Off: 12:28
Gallons in Well: 0.41 PSl at 80 D/R at 10 sec/1 min 9:25 10:44

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8/18/2015
12:10 pump on
12:28 37 75 0.73 5.50 -51.0 11.12 0.704 17.10 NA 3.57
8/19/2015

9:25

Full sample taken from well

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: NA

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-10(185-195)
Date: 8/18/15 Sampled By: CC
Sampling Time: 11:35 Recorded By: CC
Weather: Sunny / hot/ humid 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 185' to 195'
Total Depth: 195' Pump intake depth: 190
Depth to Water: 42.20 (8/18/15)
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 11:18 Off: 1,56
Gallons in Well: 0.41 PSlat80 D/R 10 sec/ 1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:30 12 100 0.32 2.5 -41.0 11.13 0.517 16.99 NA 1.61

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-11S5(236-241)
Date: 8/17/15 Sampled By: CC
Sampling Time: 15:15 Recorded By: CC
Weather: Sunny/ hot / humid / 90F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 236' to 241"
Total Depth: 241.00 Pump intake depth: 238.5
Depth to Water: 9.68 (8/17/2015)
Water Column: NA Total Volume Purged: 800 ml
Gallons/Foot: 0.041 Pump on: 15:00 Off: 15:32
Gallons in Well: 0.41 PSl at 90 D/R at 10 sec/ 1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
15:13 13 150 0.52 0.0 101.0 7.18 0.105 17.75 NA 10.43

Well Condition: Good

OBSERVATIONS DURING SAMPLING
Purge Water Disposal: Contained

Color: Clear

Turbidity(qualitative): Clear

Odor: Slight

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-11D(262-267)
Date: 8/25/2015 & 8/26/2015 Sampled By: CC/RJL
Sampling Time: 8/26/105 at 10:30 Recorded By: CC/RJL
Weather: Sunny/ hot / humid / 88F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 262' to 267"
Total Depth: 267" Pump intake depth:
Depth to Water: 9.93 (8/17/2015)
Water Column: NA Total Volume Purged: 800 ml
Gallons/Foot: 0.041 Pump on: 8/25/2015  11:29 Off: 12:16
Gallons in Well: 0.41 PSlat 110 D/R at 10 sec/ 1 min 8/26/2015 8:53 10:56
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8/25/2015
12:04 100 32.10 -141.0 12.57 11.2 23.10 NA 2.50
12:05 Well dried out after 800 ml purge - no pl
8/26/2015 [ [ [ [ [
10:30 Well led

Well Condition: Good

OBSERVATIONS DURING SAMPLING
Purge Water Disposal: NA

Color: Clear

Turbidity(qualitative): Clear

Odor: Slight

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-12(55-65)
Date: 8/17/15 Sampled By: CC
Sampling Time: 11:17 Recorded By: CC
Weather: Sunny/ hot /humid/ 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 55' to 65'
Total Depth: 65.00 Pump intake depth: 60
Depth to Water: 6.15
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 10:10 Off: 13:30
Gallons in Well: 0.41 PSlat40 D/Rat 15 sec/ 1 min.
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:20 60 50 0.79 0.0 -100.0 11.05 1.480 26.10 NA 1.24

Well Condition: Good

OBSERVATIONS DURING SAMPLING
Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-12(130-140)
Date: 8/12/15 Sampled By: CC
Sampling Time: 14:20 Recorded By: CC
Weather: sunny / hot / humid / 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 130' to 140'
Total Depth: 140' Pump intake depth: 135'
Depth to Water: 6.08
Water Column: NA Total Volume Purged: 1600 ml
Gallons/Foot: 0.041 Pump on: 14:35 Off: 16:00
Gallons in Well: 0.41 PSlat60 D/R at 10 sec/ 1 min
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
15:49 14 100 0.37 2.9 -78.0 11.5 1.140 20.30 NA 12.51

Well Condition: Good
Color: Clear
Odor: None

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-13(71-91)
Date: 8/24/15 Sampled By: RJL

Sampling Time: 13:35 Recorded By: RJL

Weather: Sunny / hot/ humid / 85F Replicate/Split: None

INSTRUMENT IDENTIFICATION

PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3

PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow bladder pump
Casing Diameter: 2" Screen Interval: 71'to 91'

Total Depth: 93.40 Pump intake depth: 81

Depth to Water: 14.32

Water Column: 79.08 Total Volume Purged: 2.11 gallons
Gallons/Foot: 0.160 Pump on: 12:55 Off: 14:00
Gallons in Well: 12.65

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
12:55 0 200 0.00 415 96.2 7.67 0.629 15.50 13.16 3.31
13:00 5 200 0.26 85.10 98.7 7.90 0.634 13.60 14.28 1.46
13:05 10 200 0.53 101.50 98.9 7.94 0.633 13.20 14.56 1.09
13:10 15 200 0.79 114.60 99.3 7.93 0.629 15.10 14.81 0.95
13:15 20 200 1.06 115.40 98.3 7.93 0.632 16.80 15.63 0.83
13:20 25 200 1.32 132.20 98.3 7.91 0.631 16.80 16.21 0.81
13:25 30 200 1.59 146.70 97.2 7.89 0.629 16.30 16.94 0.75
13:30 35 200 1.85 144.80 97.3 7.88 0.626 16.20 17.26 0.70
13:35 40 200 2.11 147.20 97.5 7.87 0.625 16.10 17.41 0.68

OBSERVATIONS DURING SAMPLING
Well Condition: Good Purge Water Disposal: To ground
Color: Clear Turbidity(qualitative): Cloudy
Odor: None Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-13(100-120)
Date: 8/12/15 & 08/13/15 Sampled By: KL / DW
Sampling Time: 9:15 Recorded By: KL / DW
Weather: sunny / hot / humid / 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST System
Casing Diameter: 1" Screen Interval: 100' to 120'
Total Depth: 120.00 Pump intake depth:
Depth to Water: 7.21
Water Column: NA Total Volume Purged: 3200 ml
Gallons/Foot: 0.041 Pump on: 9:09 Off: 10:19
Gallons in Well: 0.41 PSlat50 D/R at 10 sec/ 1 min
FIELD PARAMETERS
Minutes Rate Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
8/12/2015 No le, well dried out, 3200 ml purged
8/13/2015 [ [ [ [ [
9:14 Full sample taken at well, field parameters not taken, low volume

Well Condition: Good

OBSERVATIONS DURING SAMPLING
Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: RW-13(150-170)
Date: 8/12/15 Sampled By: KL/ DW
Sampling Time: 11:10 Recorded By: KL/ DW
Weather: Sunny/ hot/ humid/ 85F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION
Casing Material: PVC Purge Method: ZIST system
Casing Diameter: 1" Screen Interval: 150' to 170'
Total Depth: 170.00 Pump intake depth:
Depth to Water: 2.24
Water Column: NA Total Volume Purged: 2400 ml
Gallons/Foot: 0.041 Pump on: 10:30 Off: 11:30
Gallons in Well: 0.41 PSlat70 D/R at 10 sec/ 1 min.
FIELD PARAMETERS
Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.
Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:10 40 75 0.79 2.1 -65.0 7.73 0.339 21.04 NA 9.00

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: SC-1

Date: 8/4/15 Sampled By: RJL/ DJM

Sampling Time: 10:40 Recorded By: RJL / DJM

Weather: Replicate/Split:

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow Bladder pump

Casing Diameter: 2" Screen Interval: 99' to 109' (angled)

Total Depth: 67.77 Pump intake depth:

Depth to Water: 15.28

Water Column: 52.49 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.160 Pump on: 10:05 Off: 11:00

Gallons in Well: 8.40

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:07 2 100 0.05 30.5 -93.0 6.2 0.187 25,90 15.30 7.44
10:10 5 200 0.26 30.50 -82.0 5.90 0.248 19.49 15.35 2,52
10:15 10 200 0.53 30.50 -77.0 5.93 0.353 16.91 15.35 1,67
10:20 15 200 0.79 30.50 -36.0 6.87 0.358 16.31 15.35 0.73
10:25 20 200 1.06 30.50 -33.0 5.83 0.390 16.77 15.35 0.34
10:30 25 200 1.32 30.50 -33.0 5.80 0.390 16.77 15.35 0.42
10:35 30 200 1.59 30.50 -31.0 5.83 0.394 17.07 15.35 0.31

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: Contained

Turbidity(qualitative): Clear

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: SC-2

Date: 8/12/15 Sampled By: RJL

Sampling Time: 14:25 Recorded By: RJL

Weather: sunny /hot /humid /80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: PVC Purge Method: Low Flow bladder Pump

Casing Diameter: 2" Screen Interval: 47'to 67"

Total Depth: 69.75 Pump intake depth: 66'

Depth to Water: 60.14

Water Column: 9.61 Total Volume Purged: 1.59 gallons

Gallons/Foot: 0.160 Pump on: 13:50 Off: 15:00

Gallons in Well: 1.54

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
13:50 0 200 0.00 13.8 124.1 6.58 0.484 20.50 60.14 3.29
13:55 5 200 0.26 13.60 121.3 6.52 0.481 19.80 60.15 2,69
14:00 10 200 0.53 14.20 128.3 6.51 0.481 18.00 60.28 2.08
14:05 15 200 0.79 18.80 140.0 6.44 0.476 16.60 60.28 1.10
14:10 20 200 1.06 18.20 146.7 6.47 0.475 15.80 60.28 0.88
14:15 25 200 1.32 22.40 132.2 6.47 0.759 15.80 60.28 0.82
14:20 30 200 1.59 23.60 136.9 6.47 0.479 15.60 60.28 0.79

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: Contained

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Cannon Mine Shaft-100

Date: 8/17/15 Sampled By: DW /RJL

Sampling Time: 15:10 Recorded By: DW /RJL

Weather: sunny/ hot /humid/ 82F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: steel Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval:

Total Depth: 275.00 Pump intake depth: 100

Depth to Water: 10.00

Water Column: 265 Total Volume Purged: 2.11 gallons

Gallons/Foot: NA Pump on: 14:20 Off: 15:25

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
14:25 0 200 0.00 25.0 -69.0 6.78 0.811 24.87 10.01 7.67
14:30 5 200 0.26 24.40 -81.0 6.70 0.861 17.81 10.02 7.18
14:35 10 200 0.53 23.10 -83.0 6.71 0.890 16.25 10.02 4.44
14:40 15 200 0.79 22.80 -85.0 6.70 0.900 16.00 10.01 4.00
14:45 20 200 1.06 24.90 -100.0 6.70 0.906 15.50 10.05 4.14
14:50 25 200 1.32 23.00 -97.0 6.69 0.909 14.86 10.04 4.00
14:55 30 200 1.59 25.70 -95.0 6.68 0.910 14.55 10.04 3.85
15:00 35 200 1.85 26.80 -91.0 6.69 0.911 14.52 10.04 3.49
15:05 40 200 2.11 28.50 -89.0 6.69 0.914 14.49 10.04 3,20

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Slightly Cloudy

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Cannon Mine Shaft-50

Date: 8/14/15 Sampled By:

Sampling Time: 10:25 Recorded By:

Weather: sunny/ hot /humid/ 82F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: steel Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval:

Total Depth: 275.00 Pump intake depth: 50

Depth to Water: 10.00

Water Column: 265 Total Volume Purged: 1.59 gallons

Gallons/Foot: NA Pump on: 9:50 Off: 10:40

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:50 0 200 0.00 13.6 -46.0 6.54 0.108 16.80 10.00 3.46
9:55 5 200 0.26 21.10 -47.8 6.57 0.109 16.30 10.00 2.62
10:00 10 200 0.53 47.30 -48.9 6.45 0.107 16.80 10.00 2.47
10:05 15 200 0.79 23.70 -46.1 6.46 0.107 16.80 10.00 2.36
10:10 20 200 1.06 16.80 -50.8 6.48 0.106 16.80 10.00 2.26
10:15 25 200 1.32 16.20 -60.7 6.46 0.104 16.80 10.00 2.28
10:20 30 200 1.59 16.10 -52.6 6.46 0.104 16.70 10.00 2.23

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Slightly Cloudy
Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Cannon Mine Shaft-275

Date: 8/18/15 Sampled By: DW

Sampling Time: 13:20 Recorded By: DW

Weather: sunny/ hot /humid/ 82F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: steel Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval:

Total Depth: 275.00 Pump intake depth:

Depth to Water: 10.00

Water Column: 265 Total Volume Purged: 6.34 gallons

Gallons/Foot: NA Pump on: 12:00 Off: 13:40

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
12:05 5 320 0.42 67.9 -72.0 6.67 0.968 15.10 10.00 19.45
12:10 10 320 0.85 97.30 -69.0 6.60 0.971 14.75 10.00 9.98
12:15 15 320 1.27 240.00 -69.0 6.56 0.969 15.94 10.00 5.81
12:20 20 320 1.69 150.00 -100.0 6.60 0.950 16.20 10.00 4.48
12:25 25 320 2.11 93.50 -107.0 6.78 0.940 16.47 10.00 3.72
12:30 30 320 2.54 88.60 -88.0 6.70 0.953 16.21 10.00 3.65
12:35 35 320 2.96 90.00 -85.0 6.62 0.983 14.40 10.00 3.58
12:40 40 320 3.38 80.50 -80.0 6.64 0.981 13.66 10.00 3.47
12:45 45 320 3.81 77.50 -79.0 6.65 0.955 13.60 10.00 3.31
12:50 50 320 4.23 75.60 -80.0 6.67 0.956 13.70 10.00 3.24
12:55 55 320 4.65 774 -78.0 6.63 0.950 14.05 10.00 3.1
13:00 60 320 5.07 78.9 -81.0 6.65 0.943 14.31 10.00 2.89
13:05 65 320 5.50 80.1 -85.0 6.67 0.933 14.28 10.00 2.78
13:10 70 320 5.92 81.7 -84.0 6.68 0.925 14.4 10.00 2.67
13:15 75 320 6.34 80.1 -83.0 6.68 0.920 14.39 10.00 25

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: To ground

Turbidity(qualitative): Slightly Cloudy

Other (OVA, HNU etc.): NA




Cornerstone

Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Cannon Mine Shaft-160

Date: 8/17/15 Sampled By: DW /RJL

Sampling Time: 16:45 Recorded By: DW /RJL

Weather: sunny/ hot /humid/ 82F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 XE9TCBJC
PURGING INFORMATION

Casing Material: steel Purge Method: Low flow Bladder pump

Casing Diameter: 2" Screen Interval:

Total Depth: 275.00 Pump intake depth: 160

Depth to Water: 10.02

Water Column: 265 Total Volume Purged: 4.62 gallons

Gallons/Foot: NA Pump on: 15:50 Off: 17:00

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
15:55 5 350 0.46 74.9 -83.0 6.73 0.921 13.44 10.01 11.74
16:00 10 350 0.92 32.50 -80.0 6.72 0.927 13.10 10.01 6.56
16:05 15 350 1.39 35.00 -82.0 6.68 0.923 13.00 10.01 4.00
16:10 20 350 1.85 38.00 -79.0 6.67 0.936 12.80 10.01 2.87
16:15 25 350 2.31 41.80 -76.0 6.67 0.940 12.68 10.01 2.48
16:20 30 350 277 39.90 -76.0 6.64 0.940 12.51 10.01 2.09
16:25 35 350 3.24 37.20 -80.0 6.68 0.938 12.53 10.01 2.08
16:30 40 350 3.70 36.10 78.0 6.67 0.940 12.47 10.01 2.11
16:35 45 350 4.16 36.30 -79.0 6.61 0.941 12.40 10.01 2.08
16:40 50 350 4.62 37.00 -77.0 6.61 0.940 12.42 10.01 2.06

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: To ground

Color: Clear

Turbidity(qualitative): Slightly Cloudy

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Peters Mine Shaft-50
Date: 8/12/15 Sampled By:
Sampling Time: 10:05 Recorded By:
Weather: Sunny / warm /75F Replicate/Split: None
INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter

Serial #: MiniRAE 013626 Solinist Horbia U-52 S52C6LR3

PURGING INFORMATION

Casing Material: Steel Purge Method: Low Flow Bladder Pump

Casing Diameter: 2" Screen Interval:

Total Depth: 230.00 Pump intake depth: 50

Depth to Water: 8.92

Water Column: 221.08 Total Volume Purged: 2.22 gallons

Gallons/Foot: NA Pump on: 9:30 Off: 10:20

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
9:30 0 240 0.00 42.0 -341.2 7.33 0.923 17.30 8.92 1.85
9:35 5 240 0.32 45.10 -365.0 7.30 0.901 15.50 8.92 2.03
9:40 10 240 0.63 50.70 -375.0 7.30 0.843 14.80 8.92 2.99
9:45 15 240 0.95 44.20 -288.0 6.94 0.731 15.00 8.92 2.77
9:50 20 240 1.27 32.40 -227.0 6.58 0.682 14.70 8.92 2.81
9:55 25 240 1.59 25.10 -204.0 6.48 0.668 14.80 8.92 2.75
10:00 30 240 1.90 24.20 -201.6 6.46 0.661 14.70 8.92 2.77
10:05 35 240 2.22 23.40 -197.8 6.45 0.659 14.80 8.92 2.73

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: Contained

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Peters Mine Shaft-180

Date: 8/17/15 Sampled By: DW/ RJL

Sampling Time: 12:05 Recorded By: DW/ RJL

Weather: Sunny / warm /85F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: Steel Purge Method: Low Flow Bladder Pump

Casing Diameter: 2" Screen Interval:

Total Depth: 230.00 Pump intake depth: 180

Depth to Water: 8.98

Water Column: 221.02 Total Volume Purged: 4.76 gallons

Gallons/Foot: NA Pump on: 11:15 Off: 12:20

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
11:20 5 400 0.53 109.0 -100.0 7.23 0.457 18.99 8.98 13.09
11:25 10 400 1.06 75.30 -99.0 6.25 0.596 18.90 8.98 13.95
11:30 15 400 1.59 51.40 -98.0 6.29 0.471 18.84 8.98 14.30
11:35 20 400 2.11 42.30 -97.0 6.29 0.466 18.71 8.98 14.42
11:40 25 400 2.64 35.30 -96.0 6.29 0.462 18.38 8.98 9.88
11:45 30 400 3.17 41.00 -96.0 6.27 0.452 18.06 8.98 9.00
11:50 35 400 3.70 38.50 -96.0 6.26 0.441 18.00 8.98 8.81
11:55 40 400 4.23 36.80 -96.0 6.26 0.429 17.81 8.98 8,50
12:00 45 400 4.76 35.00 -95.0 6.27 0.424 17.75 8.98 8.03

Partial blockage in well tagged at 50 ft / 120 ft / 160 ft

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Purge Water Disposal: Contained

Color: Clear

Turbidity(qualitative): Clear

Odor: None

Other (OVA, HNU etc.): NA




Cornerstone
Groundwater Sampling Form

Project Number: 150648 Task: 001 Well ID: Peters Mine Shaft-230

Date: 8/18/15 Sampled By: DW/ RJL

Sampling Time: 10:05 Recorded By: DW/ RJL

Weather: Sunny / warm /80F Replicate/Split: None

INSTRUMENT IDENTIFICATION
PID Water-Level Water Quality Meter(s)
Meter
Serial #: MiniRAE Solinist Horbia U-52 S52C6LR3
PURGING INFORMATION

Casing Material: Steel Purge Method: Low Flow Bladder Pump

Casing Diameter: 2" Screen Interval:

Total Depth: 230.00 Pump intake depth: 230

Depth to Water: 9.05

Water Column: 220.95 Total Volume Purged: 4.28 gallons

Gallons/Foot: NA Pump on: 10:00 Off: 11:05

Gallons in Well: NA

FIELD PARAMETERS

Minutes Rate Gallons Turbidity REDOX pH |Conductivit Temp Depth to Diss.

Time Elapsed (mL/m) Purged (NTUs) (mV) (SI Units) (mmhos/cm (°C) Water Oxygen Comments
10:05 5 360 0.48 14.3 -45.0 6.8 0.096 14.86 9.05 22.75
10:10 10 360 0.95 35.40 -97.0 6.46 0.847 14.80 9.04 9.85
10:15 15 360 1.43 18.00 -89.0 6.33 0.913 15.18 9.04 5.60
10:20 20 360 1.90 11.00 -90.0 6.33 0.929 15.22 9.03 4.77
10:25 25 360 2.38 8.50 -90.0 6.31 0.938 15.47 9.02 3.10
10:30 30 360 2.85 0.00 -90.0 6.30 0.928 15.62 9.02 2.49
10:35 35 360 3.33 0.00 -93.0 6.30 0.945 15.50 9.02 2.37
10:40 40 360 3.80 0.00 -94.0 6.31 0.945 15.57 9.02 2.10
10:45 45 360 4.28 0.00 -95.0 6.29 0.941 15.52 9.02 2.00

Partial blockage in well ta

ged at 50 ft /120 ft / 160 ft

Well Condition: Good

OBSERVATIONS DURING SAMPLING

Color: Clear

Odor: None

Purge Water Disposal: Contained

Turbidity(qualitative): Efffervescent

Other (OVA, HNU,etc.):

NA
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